
Article

Category

Standard Systems  

Accessories

PLC Interface Cable PLC-A.1 100-30200
Accessories 

Pump Systems

User-Interface LUI-A.1 100-30300
Accessories 

Pump Systems

Adapter/Extension Power Cable, MCAP-4.4-05 (0.5m, FEP-Jacket, Circular/COMBICON) 190-10247

Adapter/Extension Power Cable, MCAP-4.4-30 (3m) 190-10095

Adapter/Extension Power Cable, MCAP-4.4-50 (5m) 190-10096

Adapter/Extension Power Cable, MCAP-4.4-70 (7m) 190-10248

Adapter/Extension Power Cable, MCAP-4.4-100 (10m) 190-10249

Adapter/Extension Sensor Cable, MCAS-3.2-05 (0.5m, FEP-Jacket, Circular/D-SUB) 190-10244

Adapter/Extension Sensor Cable, MCAS-3.2-30 (3m) 190-10094

Adapter/Extension Sensor Cable, MCAS-3.2-50 (5m) 190-10026

Adapter/Extension Sensor Cable, MCAS-3.2-70 (7m) 190-10245

Adapter/Extension Sensor Cable, MCAS-3.2-100 (10m) 190-10246

Adapter/Extension Power Cable, MCAP-4.5-05 (0.5m, PVC-Jacket, Circular/COMBICON) 190-10254

Adapter/Extension Power Cable, MCAP-4.5-30 (3m) 190-10255

Adapter/Extension Power Cable, MCAP-4.5-50 (5m) 190-10171

Adapter/Extension Power Cable, MCAP-4.5-70 (7m) 190-10256

Adapter/Extension Power Cable, MCAP-4.5-100 (10m) 190-10257

Adapter/Extension Sensor Cable, MCAS-3.5-05 (0.5m, PVC-Jacket, Circular/D-SUB) 190-10250

Adapter/Extension Sensor Cable, MCAS-3.5-30 (3m) 190-10251

Adapter/Extension Sensor Cable, MCAS-3.5-50 (5m) 190-10169

Adapter/Extension Sensor Cable, MCAS-3.5-70 (7m) 190-10252

Adapter/Extension Sensor Cable, MCAS-3.5-100 (10m) 190-10253

Spare Parts

Motor BSM-4.10-05 (0.5m FEP Cable, Circular Connectors, ETFE Coating, Water Cooling)

Motor BSM-4.10-30 (3m FEP Cable, Circular Connectors, ETFE Coating, Water Cooling)

100-10061

100-10107

Spare Parts 

Pump Systems

Note 1: Released for pumping liquids up to 180°C.

Note 2: Do not use for new applications.

Motor BSM-4.11-05 (0.5m FEP Cable, Circular Connectors, ETFE Coating, Water Cooling)

Motor BSM-4.11-30 (3m FEP Cable, Circular Connectors, ETFE Coating, Water Cooling)

100-10145

100-10182

Spare Parts 

Pump Systems
Note: Released for pumping liquids up to 220°C

Controller Set LC325P (Includes Mains Connector, PSC-4.1) 100-90332
Spare Parts 

Pump Systems
Article# of controller without Mains Connector: 100-30011

Pump Head CP-4.25

(PTFE Housing, Pillar 1", PTFE-Impeller, Suction Port, Kalrez O-Ring)
100-90565

Spare Parts 

Pump Systems

Note 1: Released for pumping liquids up to 180°C.

Note 2: Do not use for new applications.

Pump Head CP-4.34

(Sealless PTFE Housing, Pillar 1", PTFE-Impeller, Suction Port, Reinforcements with coated 

Stainless Steel)

100-91286
Spare Parts 

Pump Systems
Note: Released for pumping liquids up to 220°C

Pump Head CP-4.36

(Sealless PTFE Housing, Pillar 1", PTFE-Impeller, No Suction Port, Reinforcements with coated 

Stainless Steel)

100-91525
Spare Parts 

Pump Systems
Note: Released for pumping liquids up to 220°C

Impeller Exchange Kit, IEK-4.6 (for Pump Head CP-4.25)

(IMP-4.7 PTFE, 8pcs M8x40 and 4pcs M8x30 INOX/PTFE Screws, 

Kalrez O-ring, Impeller Exchange Tool IET 3.1)                                                                                                                                                     

100-90564
Spare Parts 

Pump Systems
Note 2: Do not use for new applications.

Accessories 

Pump Systems

Accessories 

Pump Systems

Accessories 

Pump Systems

Accessories 

Pump Systems

100-91530

or

100-91526

Pump System BPS-4H.6 (0.5m Motor Cable) or BPS-4H.5 (3m Motor Cable)

Motor BSM-4.11-05 (0.5m FEP, ETFE, Circ. Conn., Water Cooling) or Motor BSM-4.11-30 (3m) 

Controller LC325P

Pump Head CP-4.36 (Reinforced Sealless PTFE-Housing, Pillar 1", No Suct. Port)

Note: Extension Cables MCAP-4.x-yy and MCAS-3.x-yy to be ordered separately.

Levitronix
®
 Standard Article List and Order Information

Maglev Pump System BPS-4H (High-Temp.), Accessories and Spare Parts

Article Name (and Description) NotePart No.

Note 1: Applications and sales to be assessed and 

approved by Levitronix Managment.

Note 2: Motor and Pump Head released for up to 220°C 

liquid pumping.

Pump System BPS-4H.1 (0.5m Motor Cable) or BPS-4H.2 (3m Motor Cable)

Motor BSM-4.10-05 (0.5m FEP, ETFE, Circ. Conn., Water Cooling) or Motor BSM-4.10-30 (3m)

Controller LC325P

Pump Head CP-4.25 (PTFE-Housing, PTFE-Impeller, Pillar 1", Kalrez O-Ring, Suct. Port)

Note: Extension Cables MCAP-4.x-yy and MCAS-3.x-yy to be ordered separately.

100-90688

or

100-91074

Note 1: Applications and sales to be assessed and 

approved by Levitronix Managment.

Note 2: Motor and Pump Head released for up to 180°C 

liquid pumping.

Note 3: Do not use for new applications.

BPS-H

BPS-H

Pump System BPS-4H.4 (0.5m Motor Cable) or BPS-4H.3 (3m Motor Cable)

Motor BSM-4.11-05 (0.5m FEP, ETFE, Circ. Conn., Water Cooling) or Motor BSM-4.11-30 (3m) 

Controller LC325P

Pump Head CP-4.34 (Reinforced Sealless PTFE-Housing, Pillar 1", Suct. Port)

Note: Extension Cables MCAP-4.x-yy and MCAS-3.x-yy to be ordered separately.

100-91442

or

100-91285

BPS-H

Note 1: Applications and sales to be assessed and 

approved by Levitronix Managment.

Note 2: Motor and Pump Head released for up to 220°C 

liquid pumping.
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